AKEMI

SAFETY DATA SHEET ACCORDING TO 91/155/EEC

COMPILED July 28, 2005

Supplier:
International Stoneworks, 2523 Fairway Park, #510 Houston, Texas 77092 Tel. 800-775-8453 || Fax. 713-956-8293
Manufacturer:

Akemi Erich Höntsch GmbH, Lechstraße 28, 90451 Nürnberg




Tel. 49-911-642960 || Fax. 49-911-644456




U.S. Toll Free 877-462-5364

Disclaimer: The information presented below is provided by the AKEMI Company.

International Stoneworks Inc. declines any responsibility as to the veracity of this information 

	1. Product and Company Name

Oil & Grease Remover Paste                  Art. NO. 10896

Manufactured by: Akemi Erich Hönstch GmbH

Lechstraße 28                        Phone    + 49-911-642960    24-Hour Emergency Phone No.

90451 Nürnberg                    Telefax + 49-911-644456     001-703-527-3887

Akemi USA: 

	2. Composition/constituents

 Hazardous Components:

Index No.  EEC no.   CAS no.    Name        Hazard Symbol       Content       Hazard Notes

                                                     Isoalcane             Xn                 <50%          10-65

	3. Potential Hazards

Flammable

	4. First Aid Measures
Contact with the eyes:

Rinse thoroughly with water. See Optician 

Contact with the skin:

Can be removed without danger to health with polyethylene glycol 400.  Wash thoroughly with soap and water

Inhalation of Vapors:

Provide fresh air/ventilation, in case of respiratory standstill or indications thereof, use artificial respiration.  By loss of consciousness the patient is to bedded as well as brought to a lateral position.  Consult a doctor.

Swallowing:

Do not induce vomiting and consult a doctor immediately.

	5. Fire-Fighting Measures

Suitable extinguishing agents:                Fire Extinguishing Powder, Co2

Unsuitable Measures:                              Solid Water Stream

Further Notices:

In case of fire decomposition products are generated which may be dangerous to human health when inhaled.  Special protective clothing and respiratory equipment with independent air supply are recommended.  Cool down containers with water, decomposition, pressure increase and bursting may be possible

	6. Measures in Case of Unintended Release

Prevent access into waste water, sewers, rivers, lakes and the soil.  Provide sufficient ventilation.  Keep people away from area.  Strictly avoid open flames, sources of heat and ignition.

Remove mechanically: the remainder is to absorbed with a chemical binding agent or dry sand.  Refer also to the disposal measures.

	7. Handling and Storage

Store in the original container in a cool, well ventilated place.  Keep away from open flames, sources of heat and ignition -  Do not smoke.  Provide sufficient ventilation while handling the product.  Avoid contact with skin and eyes and inhalation of vapors.  Flammable vapors are generated which can form an explosive mixture with air.

	8. Exposure limits and personal protective measures

If occasional handling of the product with the hands cannot be avoided, protective gloves (PVC or rubber) or suitable protective creams should be used.  

Keep away from food, beverages and animal feed.  Wash hands and use protective dermal cream before work breaks and after work.  Soiled or soaked clothing should be changed.

	9.Physical and Chemical Properties:

Consistency:                       paste-like

Color:                                 light grey

Smell:                                 mild

Density:                              ca. 1.40 g/cm³ (20°C)

Aqueous Solubility:           insoluble

pH value:                           > 23°C

	10. Stability and Reactivity

Avoid strong acids and lyes

	11. Toxicoligical Data

Vapors of solvents in high concentration have an irritant effect on the eyes and mucous membranes.  Upon contact with skin, it might be irritated.  Inhaling large quantities of aerosols and vapors can have a narcotic effect, respectively quantities exceeding the MAK-value can be dangerous to the health.  Symptoms: dizziness, headache, feeling weak.

	12. Ecological Data

Prevent from entering water, sewage water pipes and the gound.

Water hazard class (WKG): 1 (classification by manufacturer)

	13. Disposal Measures

Observe local regulations.  Dispose as special waste or as hazardous waste collected by the local authorities. Waste Code No. 20 0113 (new EEC Code.)

Contaminated containers are to be fully emptied.  After appropriate cleaning they can be recycled.  Emptied, but uncleaned containers which may contain residual substances which have to be specially marked in accordance with the hazardous substance regulations or EC directives, do not fall under the packaging regulations.  They are considered hazardous waste.


	14. Transportation Data

Land Transportation

ADR/RID – GGVS/E class                                   No hazardous good

Sea Transportation

IMDG/GGV sea class           3.3

UN Number                          3295

IMDG page                           3352

PG                                         III

EMS No.                              3-07

Mfaf                                     310

Technical designation          Contains hydrocarbons, liquid, n.o.s.

Air Transportation

ICAO Class                           3

UN No.                                  3295

PG                                          III

Technical Designation           Contains hydrocarbons, liquid, n.o.s.



	15. Regulations

Markings in accordance with the EC regulations (composition):

R10                       Flammable

S2                         Keep out of reach of children and animals.

VbF                      Does not apply

	16. Further Information

These specifications accord with the latest status of our knowledge.  They are, however, no guarantee for the product’s properties.  Our products are only described from the aspect of safety requirements.


